20020125.ba v03_n285.bam.20020125

>From ???@??? Fri Jan 25 13:35:57 2002 -0600
Message-Id: <200201251935.g0PJZhD3005928@sco.theporch.com>
Date: Fri, 25 Jan 2002 19:35:24 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3285

			    BOATANCHORS Digest 3285

Topics covered in this issue include:

  1) RE: Curious fault
	by "Bill Hawkins" <bill@iaxs.net>
  2) Re: Updated AR88 web page
	by Al Klase <skywaves@bw.webex.net>
  3) Re: Curious fault
	by Arden Allen <gumbear@pacbell.net>
  4) RE: Curious fault
	by "Shriver, John" <john.shriver@intel.com>
  5) TBX-8 value
	by mikhael_brown@agilent.com
  6) New Art Collins Biography Published
	by "Jay H. Miller" <jay@kk5im.com>
  7) anyone have an old Standard Transformer catalog?
	by john <johnmb@nc.rr.com>
  8) Info WTD Weston 772 Analyzer
	by "Arthur I. Larky" <ail0@lehigh.edu>
  9) Old Transistor Radios
	by Arden Allen <gumbear@pacbell.net>
 10) VHF-152
	by W7QHO@aol.com
 11) CX date correction
	by "Stephens, Al" <Al.Stephens@EKU.EDU>
 12) The RME-152 whatever
	by Michael n Hopkins <mnhopkins@juno.com>
 13) Re VHF152
	by "philip" <dgnova@erols.com>
 14) Re: anyone have an old Standard Transformer catalog?
	by JACK M IVERSON <jackiv@juno.com>
 15) Re: Updated AR88 web page
	by John Kolb <jlkolb@cts.com>
 16) Re: AR88 meters
	by Ralph Parker <rparker@dccnet.com>
 17) Drake Question
	by steve berg <z931086@corn.cso.niu.edu>
 18) RCA Model 18T
	by Jerry Coker <jcoker@ARCHES.UGA.EDU>
 19) Re: Updated AR88 web page
	by "Tom R. Rice" <tomrice@olagrande.net>
 20) More Old Transistor Radios
	by Arden Allen <gumbear@pacbell.net>
 21) Help with the DD850 Museum?
	by Tom Norris <r390a@bellsouth.net>
 22) More WD-40, (beating a dead horse etc.)
	by WA1KBQ@aol.com
 23) Re: More WD-40, (beating a dead horse etc.)
	by Arden Allen <gumbear@pacbell.net>
 24) ADMINISTRIVIA: A Few Does and Donts
	by listown@nanniandjack.com (Mail List Owner)
 25) Re: BA help?
	by w8au@sssnet.com

----------------------------------------------------------------------
From: "Bill Hawkins" <bill@iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Curious fault
Date: Mon, 21 Jan 2002 18:30:51 -0600
Message-ID: <001e01c1a2dc$0bb37660$290aa8c0@darius>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Morris,

I think you have seen a demonstration of the Law of Unintended
Consequences. Who knows what you disturbed while manipulating
the set to get at concealed places. An oxide crystal could have
insulated a circuit, perhaps from ground, and been destroyed by
movement. Do you know that the caps were good in-circuit before
they were disturbed? How about the resistors - measured in place?

There's not much to go wrong in a 3 stage RC phase shift oscillator.
It'll oscillate somewhere as long as the active elements are biased
to amplify.

Nice job on the retrace blanking.

Regards,
Bill Hawkins

PS. Have you heard the expression "curious to a fault?" Many years
ago I saw a cartoon, perhaps by Gahan Wilson, showing a man bent
over a rock slab with a large crack in it. The caption was "Curious
to a fault." Funny, the junk that sticks in your head and comes out
with some tenuous association.

------------------------------
Message-ID: <3C4CB61C.B88868A9@bw.webex.net>
Date: Mon, 21 Jan 2002 19:45:16 -0500
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Updated AR88 web page
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

"JOSE V. GAVILA (EB5AGV/EC5AAU)" wrote:
> 

> >There is a lot of info out there...but very few S-meters :-)
> 
> :-) :-)  mine has it :-) :-)!

> 
> Am I lucky ;-)?
> 
Yes, Jose, you are lucky.  My AR-88 also has a meter.  It's
the only one I've ever seen out of about 20 sets.

73,
Al

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
Date: Mon, 21 Jan 2002 17:56:24 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: Curious fault
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0GQB0079DHE128@mta7.pltn13.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Morris;

> My difficulty is that these caps all test perfectly in a Heath capacitor
> checker. In the circuit they only have 12 volts across them and they show
no
> hint of leakage even at 300 volts. The capacitance values are all OK too.
> 
> What's going on here? Why did replacing those 3 caps cure the problem? 

You are suggesting the impossible.  Actually, you repaired one of the caps
you removed by defaulting it (sort of a pun there).  Did you do a
statistical analysis, i.e. reinstall and replace the caps at least 30 times
to give a good basis for making such a claim?  I don't believe you are into
Voodoo electronics, or have you been nipping at the formaldehyde?

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-ID: <C703B434E680D511BDFD0002A507069602978FB3@hdsmsx101.hd.intel.com>
From: "Shriver, John" <john.shriver@intel.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Curious fault
Date: Tue, 22 Jan 2002 06:57:09 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

The heat of de-soldering might have purged the troublesome moisture from the
caps, at least for a few months.  Or it may have resoldered the internal
connection between the wire and the guts.

Or, instead of being leaky, they may be very lossy.  Can you measure the D
(in addition to C) on a real RLC impedance bridge, like a GenRad 1650A?

Or, you looked at it cross-eyed, and scared it into working.  In telco
speak, "came clear in testing."

------------------------------
Message-ID: <999F6F1E8EB8D311AC190090277A77260BF3B8A2@axcs08.cos.agilent.com>
From: mikhael_brown@agilent.com
To: Old Tube Radios <boatanchors@theporch.com>
Subject: TBX-8 value
Date: Tue, 22 Jan 2002 08:50:35 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="ISO-8859-1"

  What is the going price for a TBX-8 with accessories?  I had a request
from someone as to the value of the transceiver.  

Thanks & 73's

Mike

--
  Mikhael Brown   <mikhael_brown@agilent.com>
       

------------------------------
Mime-Version: 1.0
Message-Id: <p05100305b8736282de6c@[199.34.24.176]>
Date: Tue, 22 Jan 2002 12:40:14 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "Jay H. Miller" <jay@kk5im.com>
Subject: New Art Collins Biography Published
Content-Type: text/plain; charset="iso-8859-1" ; format="flowed"
Content-Transfer-Encoding: quoted-printable

I just received an advance copy from Ben Stearns of his long-awaited 
biography of Arthur A. Collins.
Ben has been working on this book for many years and I am so excited 
that it is finally a reality.

Entitled "Arthur Collins, Radio Wizard," the book is 5 1/2 x 8 1/2, 
softcover, with 394 pages. It is mostly text but has 30 pages of 
pictures, mostly non ham-related.

A note with my copy indicated that the retail price will be $18.95 
and will be available through the Cedar Rapids History center and 
Barnes and Noble. The ISBN is 097164160-9

The direct sales website is: http://www.artcollinsradiowiz.com (it 
was not up as of noon today however).

Sold direct by Image Media Group of Cedar Rapids, Phone number to 
order is 888-542-6149.

Ben was Collins Radio's PR man for many years and has accumulated a 
wealth of information about Art. I am looking forward to reading the 
book which deals more with the whole of Art Collins and his company 
as opposed to concentrating on amateur radio.

Just to set the record straight for those 
anarchists/socialists/communists/etc. among you, I have no financial 
interest in this project nor any connection with it whatsoever.
                   *********** jay@kk5im.com ***********
              Jay H. Miller, KK5IM     32=B0 AASR       Dallas, Texas
            The Pocket Guide to Collins Amateur Radio Equipment
               A Pictorial History of Collins Amateur Radios
             NRA *  ARRL *  AMI#846 * DXCC  * S.A.S.S. #34,692
                      NEW Website: http://www.kk5im.com
             ***** Proud to be 100% Macintosh since 1984! *****

------------------------------
Message-Id: <3.0.3.32.20020122165659.01547bf4@pop-server.nc.rr.com>
Date: Tue, 22 Jan 2002 16:56:59 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: anyone have an old Standard Transformer catalog?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I'm looking for data on:

A-3829
and 
A-4404 

I'm well stocked on Thordarson catalogs, but could use a hand on this one.
Thanks!
John
PS: Please tell me one is a husky mod transformer!

------------------------------
Message-ID: <3C4E0CB7.FC014A44@lehigh.edu>
Date: Tue, 22 Jan 2002 20:07:04 -0500
From: "Arthur I. Larky" <ail0@lehigh.edu>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Info WTD Weston 772 Analyzer
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I have acquired a Weston 772 Analyzer recently and need schematic, etc.
Nice wooden box; meter has an extra double row of pin jacks in addition
to those on the meter face.  Any help appreciated.  Copy/mailing costs
paid, of course.
Thanks in advance.
Art K3HBA

------------------------------
Date: Tue, 22 Jan 2002 19:44:18 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Old Transistor Radios
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0GQD009ZLH1Q9J@mta6.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Now there's a subject that should get some attention, and ire.  It's only
because I found an online seller of ancient semiconductors:

<http://www.americanmicrosemi.com>

Stuff like 2N404's.  Germanium, rarer than vacuum.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
From: W7QHO@aol.com
Message-ID: <d0.211b8b88.297fabf2@aol.com>
Date: Wed, 23 Jan 2002 01:02:26 EST
Subject: VHF-152
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

All,

I've been fiddling around with an old RME VHF-152A 10, 6 and 2 meter 
converter from the late 40s. Has some life on 10 but  seems awfully unstable 
and not very hot.  Before I spend much more time on this, were they ever very 
good?  Anyone have any experience?  My original thought was to use it on 2 
meter AM.

Thanks,

Dennis D.  W7QHO
Glendale, CA

------------------------------
Content-Class: urn:content-classes:message
Subject: CX date correction
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable
Date: Wed, 23 Jan 2002 09:19:17 -0500
Message-ID: <8099643376C6D5118FB20008C7E630A8826801@FSMAIL>
From: "Stephens, Al" <Al.Stephens@EKU.EDU>
To: Old Tube Radios <boatanchors@theporch.com>

...one more time...

     We are taking remedial calendar reading courses, particularly for =
reading calendars six months in advance.

     The date I sent out on e-mail is correct: Classic Radio Exchange is =
on Sunday, 10 Feb 2002.  The publications (QST, ER, etc.) have it as 9 =
February -- and that is wrong.
     Not their fault - they printed what we sent them, and I am sorry =
for any resulting confusion.  So QST to the contraty notwithstanding,

     "CX" - Classic Radio Exchange -- next one is Sunday, February 10, =
2002, from 3 PM to midnight EST,
noon to 9 PM PST, etc., etc., etc.

     Sorry about that - and CU in CX - on SUNDAY, February TENTH.

     Please help pass the word - correct our earlier error (and sorry =
about that, QST, ER, et al.)


     73,  Al  N5AIT

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Wed, 23 Jan 2002 09:12:56 -0600
Subject: The RME-152 whatever
Message-ID: <20020123.091256.-218115.1.MNHopkins@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: Michael n Hopkins <mnhopkins@juno.com>


>an old RME VHF-152A 10, 6 and 2 meter <
> 
>My original thought was to use it on 2 meter AM.<

Perched on top of the remnants of a SCR-522 aircraft set, these stately
brown boxes were the backbone of post World War II 2M AM.  I've several
private VHF club newsletters which echo the QST and CQ record.  But time
was marching on them and the Wallman Cascode circuit was calling the
cadence.

A RME VHF-152, or any system that brings a band of frequencies down to a
singe one, here 7 mc, is now called a "tuner."  The scheme of moving a
block of frequencies to another block is a "converter" in the modern
sense.  A
Tecraft CC5-144, for instance, moves 144 to 148 down to start at 20M --
14 mc.  Thus the receiver reads 14.400 for 144.400, in the typical
example, and there is near uniform gain across the whole 4 mc.  How did
they do that?

Television.  I mean it starts with a "T" and brother I'll tell thee, it's
Television.  The Tecrafts and Tapetones and such use a crystal heterodyne
system and broadband technology right out of your old Admiral's front end
tuner.  The Admirals and the rest of the navy went to dual triodes in the
Wallman Cascode circuit.  But some stayed with the fire-breathing 6AK5
frame grid pentode through at least the 21mc IF TVs so why doesn't an RME
do well on 2M?

Ask W6OSA in 73 Magazine for June 1959:

"This particular model...never did work well on 2 meters.  One look at
the band switch will explain why."  (p. 114)

You decide if he's right.  He may have meant it was convoluted, or had a
bad LC ratio.  I can't tell you what he did to fix it, on Boatanchors,
but it involved a pre amp too.

Finally, lets be sure we're not taking items like the RME-152, which were
designed for 300 ohm twin lead, and surrounding them with SO-239s without
benefit of impedance change.  The OTs used twin lead 'cause it was cheap,
and balanced, and easy to run.  We use coax because someone read QST to
say it cured TVI.  Pick 'em, but match 'em.

With a full wave loop cut to 16.5 mc (wonder why?), twin lead fed to an
RME -152A (stock), and thence to a '48 model National NC-57, I can hear
the repeaters easily, plus all the baby monitors and portable phones I'd
ever want to hear, if it were not unlawful to listen in.  The Good
Buddies and the Johnson Ranger Admiration Society at 29 mc comes in fine
too.

So what 'ya gonna' do?  Match the Zs, check the Rs and Cs, and, for
reference only of course, e-mail me for a copy of  W6OSA article.

BTW, don't forget the pre amp, too.

73 de ab5L, student of Tecraft and 6M's Golden Age, 1956-58
MNHopkins(at)JUNO.com  Michael Hopkins, Box 226841, Dallas 75222

------------------------------
Message-ID: <003001c1a433$17996220$770c2c42@default>
From: "philip" <dgnova@erols.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re VHF152
Date: Wed, 23 Jan 2002 12:26:27 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I have used one of these converters in the old AM days. Found it
to be good. M. Hopkins sums up the situation very well. Remember
the band switch tries to switch signals with a wavelength of only
2 meters. This is hard to do well. In some of the better receivers,
ie Watkins-Johnson, you switch front ends. In the FM receivers
made during the late 1940s used the same converter for FM and
AM. You switched coils. Again very difficult. They finally went to
a   separate FM front end and simply swithed power lines.

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Wed, 23 Jan 2002 14:03:59 -0600
Subject: Re: anyone have an old Standard Transformer catalog?
Message-ID: <20020123.140400.-440289.0.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: JACK M IVERSON <jackiv@juno.com>

HI  Good mod. tx--A-3829     p-p  pri. 9 k to 6.9k  ohms.  sec
6.250/5/4/3.3 k ohms.   pri 250 ma     sec 300 ma.
        175 WATTS   11.8 lbs.

        good driver tx for the modulator A-4404    p-p pri  3 to 5 k
ohms,   2:1 ratio. 90 ma pri. 

        sounds like a p-p 6L6 to a pair of 100TH modulators?

                        73   Jack   K0EWU       jackiv@juno.com

On Tue, 22 Jan 2002 16:56:59 -0500 john <johnmb@nc.rr.com> writes:
> I'm looking for data on:
> 
> A-3829
> and 
> A-4404 
> 
> I'm well stocked on Thordarson catalogs, but could use a hand on 
> this one.
> Thanks!
> John
> PS: Please tell me one is a husky mod transformer!
> 
> 

------------------------------
Date: Wed, 23 Jan 2002 12:13:58 -0800 (PST)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Updated AR88 web page
Message-ID: <Pine.BSF.4.44.0201231211120.39133-100000@king.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


> "JOSE V. GAVILA (EB5AGV/EC5AAU)" wrote:>
> > >There is a lot of info out there...but very few S-meters :-)

Legend has it that these were built during the early phase
of WWII, and there was an acute shortage of meter movements
so the AR-88 was built without S-meters, with the meters
going for more important applications.

John

------------------------------
Message-Id: <3.0.5.32.20020123125608.007f5d50@pop3.dccnet.com>
Date: Wed, 23 Jan 2002 12:56:08 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ralph Parker <rparker@dccnet.com>
Subject: Re: AR88 meters
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>>There is a lot of info out there...but very few S-meters...mine has it

>My AR-88 also has a meter.

My CR-91A (AR-88LF) has a meter, appears to be original.
No nameplate, though. Ser. # 1443 (stamped on the back panel).

VE7XF

------------------------------
Message-ID: <3C4F439D.AE27DF5C@corn.cso.niu.edu>
Date: Wed, 23 Jan 2002 17:13:33 -0600
From: steve berg <z931086@corn.cso.niu.edu>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Drake Question
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Does anyone on the list know if the Drake 2-NB noise blanker is
adaptable to the 2-B receiver?

73,
Steve WA9JML

------------------------------
Date: Wed, 23 Jan 2002 18:22:37 -0500 (EST)
From: Jerry Coker <jcoker@ARCHES.UGA.EDU>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RCA Model 18T
Message-ID: <Pine.A41.4.10.10201231736160.93594-100000@archa15.cc.uga.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Found the above model RCA radio (AM/2SW, circa 1940) in an antique shop
today.  Decided to buy it.  Went to:

http://www.NostalgiaAir.org/Riders/showinfo.asp?PATH=RCA&IMG=_RCA_12-85.gif&INF=18T

which appears to contain the receiver schematic (among other things).
However, I cannot render the Rider scan in my image software or printer at
a resolution such that I can really use the schematic (just can't quite
make out the schematic data).

The same goes for: 

http://www.NostalgiaAir.org/Riders/showinfo.asp?PATH=RCA&IMG=_RCA_11-160.gif&INF=18T

which contains info. re: the 'push button ajustment'.

My question is, has anyone else had this problem re: seeing the Rider
scans?  NostalgiaAir is a great resource!  I presume it to be an issue
with the original scanning resolution or quality of the Rider Manual
source page(s).  Although, it could be just me not knowing a whole lot
about 'imaging' since I spend very little time with it (my computer 
network comes first ;)  I've zoomed in and out but never get a clear
visual look at the schematic. Bottom line, I'd really like the Rider book
originals for this model, and was wondering if someone could point me in
the right direction.  I've tried Sams PhotoFacts, but 'no match' so I
assume this model is too old for the Sams docs/database.  Tried 'google'
too, with no luck, yet.  Any help would be appreciated.  Thanks.

***********
Jerry Coker
Computer Network Support
Career Services Center
University of Georgia



------------------------------
From: "Tom R. Rice" <tomrice@olagrande.net>
Message-Id: <200201232356.g0NNuQR22079@og1.olagrande.net>
Subject: Re: Updated AR88 web page
To: Old Tube Radios <boatanchors@theporch.com>
Date: Wed, 23 Jan 2002 17:56:26 -0600 (CST)
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

> 
> Legend has it that these were built during the early phase
> of WWII, and there was an acute shortage of meter movements
> so the AR-88 was built without S-meters, with the meters
> going for more important applications.

	Well, it's probably more than a legend, as the
	manual for my AR-88 mentions that an S meter may
	be installed "when they become available".  The
	wiring is in place, just waiting for the day. 

	WB6BYH      

------------------------------
Date: Wed, 23 Jan 2002 21:39:22 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: More Old Transistor Radios
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0GQF00JPSH1SOR@mta7.pltn13.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

And here's a place to get data sheets on ancient not-too-good-conductors:

<http://www.microelectr.com.hk>

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <4.3.2.7.2.20020124194427.039e6060@bna.bellsouth.net>
Date: Thu, 24 Jan 2002 19:46:57 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <r390a@bellsouth.net>
Subject: Help with the DD850 Museum?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Can anyone help Rich? I got rid of the last of my SRR-13's ages ago
or I would donate one to the cause.

Thanks!!

Tom KA4RKT


>X-Originating-IP: [63.16.169.216]
>From: "Rich" <mpangelini@msn.com>
>
>My name is Rich Angelini and am the assistant curator of the museum 
>destroyer, USS Joseph P Kennedy Jr DD850.
>
>We are currently restoring and replacing missing equipment in our radio 
>and teletype rooms for both display and functionality.
>We wish to accurately portray a american Gearing class destroyer in her 
>late 60's appearance.
>
>After looking at DD850's blueprints of the radio room setup,  we set out 
>to locate a SRR-11, 12, or 13 as they all hav the same basic look physically.
>By any chance, do you know of a location where we could purchase one for 
>our restoration?
>
>Thank you for your time,
>
>Richard Angelini
>Assistant Curator, USS Joseph P. Kennedy Jr. DD850 
>at  <http://www.ussjpkennedyjr.org/>http://www.ussjpkennedyjr.org/
>
>

------------------------------
From: WA1KBQ@aol.com
Message-ID: <139.84569e3.29822701@aol.com>
Date: Thu, 24 Jan 2002 22:12:01 EST
Subject: More WD-40, (beating a dead horse etc.)
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

As many of you know this list is blessed with a few experts whom often feel 
compelled out of a sense of their civic duty or something to challenge any 
advise given in response to someone's request for help. This message is a 
follow-up to a particular response given by some DX guy to my recent comments 
about the benefits of using WD-40 to effectively clean switches and controls. 
You may also remember I said I had tried the Caig Labs DeOxit several years 
ago and that treatment had to be redone a few months later. This was a 
bandswitch which became balky again for whatever reason. I retreated it with 
WD-40 and it is still fine and has never given any more trouble since. 
Anyway, my piece was called "a lot of blather" from "a lack of any real 
knowledge." I was taken to task for "not knowing" that the stuff was "mostly 
just modified kerosene or stoddard solvent." He didn't say he was a chemical 
engineer but advised me to look it up in any chemical formulary book 
(available at all real libraries he said). I haven't done that yet but did 
ask our own resident chemical engineer (Ph.D.) about that and he said he 
doubted I would find my answer there due to proprietary ingredients. He said 
the MSDS also will not help much because that is only a list of materials 
that may present a health safety risk in order to comply with OSHA 
regulations. He said the only way to positively identify the exact chemical 
make-up of the solution was by "spectralanalysis." I am willing to bet you 
will find something more than kerosene in there. Besides the kerosene (or 
stoddard solvent or whatever) is a "carrier." Its job is to get the 
ingredients to the job site and then evaporate soon afterwards. It is there 
temporarily only and is designed to flash off soon afterwards leaving behind 
the active ingredients whatever they may be. Kerosene is a solvent of course 
and probably helps with the initial cleaning too before it is vaporized. I am 
not saying WD-40 is absolutely without a doubt the best thing going but I am 
in agreement with the Tektronix People who sent a can of the stuff to one of 
their customers that it is pretty good.

Regards, Greg Gore; WA1KBQ

------------------------------
Date: Thu, 24 Jan 2002 21:07:42 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: More WD-40, (beating a dead horse etc.)
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0GQH00L6GA8V6V@mta7.pltn13.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Greg;

> As many of you know this list is blessed with a few experts whom often
feel 
> compelled out of a sense of their civic duty or something ..........

Well, this List, like other venues, is also blessed with its effete (no, I
don't mean elite) advisors.  I've been clobbered many times both on and off
the List, and I'll own the blame for also being out of line.  It's a shame
that some discussions have to take on the timbre of a street brawl but it's
the nature of the beast, I guess.  Because of a few I'm afraid many do not
share their thoughts and experiences with the rest of us.  That is the way
a good list becomes depleted of the service it was extablished to provide. 
I call on all who have relevent experiences and knowledge, albeit not up to
"expert" status, to pass it along to all.  Heck, even a good crackle barrel
snorter would be better than an empty CRT screen.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <200201251915.g0PJF4l8025536@osr506.nanniandjack.com>
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: A Few Does and Donts
Date: Fri, 25 Jan 2002 11:15:00 -0800 (PST)

Gang-

Here are the real basics of how to keep me happy, the list noise-free, 
and everyone able to enjoy BoatAnchors... Simple, easy, workable...

Do not send SPAM-type e-mail messages to the list.

Do not send attachments (attached files) of *ANY* sort to the list.
This includes HTML shortcuts, v-cards, GEDCOM files, zipped files, and 
*ANY* other type of attachment.

Do not EVER forward virus warnings (which are 99%hoaxes) or send chain
letters to the list.

Do not use HTML or RTF (rich text format) in messages sent to the
list.

DO keep e-mail messages to the list on topic and appropriate.

Do not post commercial messages.

Please refrain from posting "Ebay" type auction notices. Refrain from
"seen on EBAY" posts...

DO be polite.

Do not flame other members of the list.

DO be considerate of the list members and list resources.

DO have fun!
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Fri Jan 25 11:15:00 PST 2002

------------------------------
From: w8au@sssnet.com
Message-Id: <4.2.0.58.20020125143134.009bb8f0@mail.sssnet.com>
Date: Fri, 25 Jan 2002 14:33:12 -0500
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: BA help?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Hello BA gang:

Are any of you located in Salem, OR?

Thanks,

Perry     w8au

------------------------------

End of BOATANCHORS Digest 3285
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